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PetroFixTM

PetroFix Design Assistant

PetroFix is a new remedial technology designed to treat 
petroleum fuel spills in soil and groundwater. A simple-to-
use  that can be applied under low pressure into the 

 
 
 

 
from the dissolved phase, by absorbing them onto the 

 

and can be applied with ease using readily available 
equipment associated with direct push technology. 

electron acceptors required.

REGENESIS has developed a proprietary web-based design 
assistant called PetroFix Design AssistantTM that provides 
environmental professionals the ability to input their site 
parameters, determine the required product amount, and 
order the product through REGENESIS’ customer service. The 
PetroFix Design Assistant includes defaults and warnings 

designs that will o er best results. 

To access the PetroFix Design Assistant, create an account 
and login at www.PetroFix.com
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www.regenesis.com

Corporate Headquarters
1011 Calle Sombra, San Clemente, CA 92673 USA
Tel: +1 949.366.8000

©2020 All rights reserved. REGENESIS is a registered trademark and PetroFix and the PetroFix Design Assistant are 

European O ces (UK, Ireland, Belgium and Italy)
Email: europe@regenesis.com
Tel: +44 (0) 1225 61 81 61

Storage and Handling Guidelines

Storage:

 Store in original closed container
 Store at temperatures between 40°F and 95°F
 Do not allow material to freeze or store in 
              direct sunlight.

 Dispose of waste and residues in accordance 
 with local authority requirements

Calcium Sulfate Dihydrate - CAS 10101-41-4 < 10%
Appearance: Black Fluid
Viscosity: 1500-3500 cP (corn syrup-like)
pH: 8-10

Handling:

 with water

 Do not taste or ingest

Freezing and hot weather technical memo can 

or at this link here.

OPTION 1 - EA Blend (preferred)
Sodium Nitrate - CAS 7631-99-4, 50%
Ammonium Sulfate - CAS 7783-20-2, 50%

OPTION 2 - EA Blend NF
Potassium Sulfate - CAS 7778-80-5, 50%
Ammonium Sulfate - CAS 7783-20-2, 50%

Appearance: White Powder




